Requirements for Wagons
Enclosed is a list of components required for Stainless Steel Wagon manufacture.  The list contain sketches to guide the prospective suppliers.  Those capable of supplying these components made our of stainless steel material as per the specification mentioned in the list may please contact:

Mr N A ISMAIL

Dy. CME

Central Workshops

Southern Railways

Golden Rock

Trichy – 620 004

Tel: 0431-2490220

Email: naismail2002@yahoo.co.in
DETAILS OF STAINLESS STEEL MATERIAL (409M) REQUIRED FOR THE MANUFACTURE OF BOXNHL WAGONS FOR WHICH NO OFFERS RECEIVED FROM TRADE

	Sl
	Description &
Drawing No.
	Quantity per Wagon
	Sketch

	1
	Taper packing for Bolster

GOC/W/SK-4- 13565, alt nil, item No. 1
	4 Nos
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	2
	Packing piece for Door way stiffening Cross bar

GOC /W/SK-4-13567, Alt . Nil, Item. 1
	8 Nos
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	3
	Top side bearer liner 
GOC/W/SK-4-13566 Alt. Nil, Item 1
	4 Nos
	
[image: image2]

	4
	Base plate for pivot filler support on under  frame

GOC/W/SK-4-13564, Alt . Nil Item 1
	2 Nos
	
[image: image3]


	Sl
	Description &

Drawing No.
	Quantity per Wagon
	Sketch

	5
	Pershad Label Holder

IRS-W/ML-11 Alt. 3
	2 Nos
	
[image: image4]

	6
	Anti pilferage washer

GOC/W/SK-4-13532, Alt. Nil, Item.1.
	1 No
	
[image: image5]

	7
	APD for Angle cock with M 10 Nut and spring washer

GOC/W/SK/4-13534, Alt Nil, Item 1 to 3
	2 Nos
	
[image: image6]

	8
	Ladder Hand hold

GOC/W/SK-4-13533, Alt Nil, Item 1
	2 Nos
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	Sl
	Description &

Drawing No.
	Quantity per Wagon
	Sketch

	9
	Flap door Chainless cotter rivet

WD-04063- S-01. Alt Nil
	16 Nos
	
[image: image8]

	10
	Towing hook

IRS/W/ML 2724, Alt. Nil
	4 Nos
	
[image: image9]

	11
	Tarpaulin cleat

IRS/W/ML- 2726 Alt.2
	20 Nos


	
[image: image10]

	12
	Centre pivot Retainer Ring

WD- 05086- S-15. Alt. Nil, Item 9
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